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Photometric Data of  Lamp

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

Measured Data of  Lamp
Voltage: Current: Power: Power Factor: 
Total Flux
Lamp Efficiency
Peak Intensity
Half-Intensity Angle
Upward Light Ratio
Upward Street Side
Upward House Side
Flash Area(76°)

Central Intensity
Light Efficiency
Location of  Peak(c,γ)
Beam Angle
Downward Light Ratio
Downward Street Side
Downward House Side
Discomfort Glare(SLI)

Distribution Curve of  Meridian

Unit: cd
— c0 /180
— c30/210
— c60/240
— c90/270

Conical Intensity Distribution Curve
of  Max Intensity

House Side Street Side
Location of  Peak: γ  = 

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

HQ-FL600-W200
Flood light

232.6 V 0.965 A 219.5 W 0.978
16791.20 lm 7082.50 cd

0.00% 76.50 lm/W
7381.23 cd (130.0°, 11.7°)

104.4° 136.8°
0 100%
0 8149.04 lm
0 8643.37 lm

0 cm2 0

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

20 Celsius
50%

Fast
7.0 m 19-52-44

2013-10-10

notes

11.7°

7400

5920
4440
2960
1480

7400

5920

4440

2960

1480
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cd/1000 lm Curve

C0-C180 C90-C270

0

90-90

Illumination Cone Curve

Diameter[m]H[m] Illuminance[lx]

C0-C180

C90-C270

440

352

264

176

88

1.4

2.8

4.2

5.6

7.0

3655.82

913.95

406.20

228.49

146.23

3613.52

903.38

401.50

225.85

144.54
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Isocandela Curve of  Road Lamp (Round Net Curve)

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

House Side Street Side

Road Lamp Type

CIE: 

CIE: 

IES: 

IES: 

Max.At80: 

Max.At90: 

Isocandela Curve(Round Net)
Intensity Unit cd
Imax = 100%

90%
80%
70%
60%
50%
40%
30%
20%
10%

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

HQ-FL600-W200
Flood light

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

20 Celsius
50%

Fast
7.0 m 19-52-44

2013-10-10

notes

7382
6644
5905
5167
4429
3691
2953
2215
1477
739

cut-off
short-narrow extension
cut-off
II-very short

5.50cd/klm
4.6197cd/klm
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Installation Correction
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Horizontal Isophotes Curve

Horizontal Absolute Isophotes Curve
Height of  calculation:  m,  Illumination in the vertical of  Lamp: lx

If Height of  Installation is not equal to Height of  Calculation, please calculate by table of  Correction Factor
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Horizontal  S/MH

(95%) (90%) (80%) (70%) (60%)

(50%) (40%) (30%) (20%) (10%)

5 m
6 m
7 m
8 m
9 m
10 m
11 m
12 m
13 m
14 m
15 m
16 m

7.00 144.54

137.31 130.09 115.63 101.18 86.72

72.27 57.82 43.36 28.91 14.45

1.960
1.361
1.000
0.766
0.605
0.490
0.405
0.340
0.290
0.250
0.218
0.191
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Isocandela Curve of  Lamp

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

Isocandela Curve(CIE)
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Horizontal  Degree (DEG)

10% 

20% 
30% 
40% 
50% 
60% 
70% 
80% 
90% 

CIE: 
CIE: 

Imax:
Unit:  cd

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

HQ-FL600-W200
Flood light

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

20 Celsius
50%

Fast
7.0 m 19-52-44

2013-10-10

notes

738
1476
2214
2952
3691
4429
5167
5905
6643

cut-off
short-narrow extension

7381(H-7.5,V9.0)



Page 6/8 SSP6316-D50: Lamp Intensity Spatial Distribution of Tester

1.75

2.75

1.75

2.75

-2.25

2.25

-3 -2 -1 0 1 2 3
3

2

1

0

1

2

3

Isocandela Curve of  Lamp

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

Isocandela Curve(IES)

Ve
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Horizontal  S/MH

10% 
20% 
30% 
40% 
50% 
60% 
70% 
80% 
90% 

IES: 
IES: 

Imax:
Unit: cd

c Range:
c Interval:
Test Speed:
Test Distance:
Note:

γ Range:
γ Interval:
Test Date:
Test Time:

Temperature:
Humidity:
Test No.:
Tester:

HQ-FL600-W200
Flood light

0-360 Degree 0-90 Degree
10 Degree 0.9 Degree

20 Celsius
50%

Fast
7.0 m 19-52-44

2013-10-10

notes

738
1476
2214
2952
3691
4429
5167
5905
6643

cut-off
II-very short

7381
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γ C0 C90 C180 C270 γ(°) Φ(Ring) Φ(Total) %
3.6
7.2
10.8
14.4
18.0
21.6
25.2
28.8
32.4
36.0
39.6
43.2
46.8
50.4
54.0
57.6
61.2
64.8
68.4
72.0
75.6
79.2
82.8
86.4
90.0

7070
7035
6936
6773
6581
6418
6247
6047
5833
5547
5213
4755
4233
3535
2893
2381
1436
178.0
101.4
86.46
74.50
67.82
62.11
58.66
58.06

7153
7267
7265
7100
6827
6612
6416
6200
5961
5677
5337
4866
4258
3665
3131
2593
1563
332.8
107.3
88.58
77.45
68.87
62.11
58.78
56.61

7119
7150
7161
7064
6904
6707
6516
6342
6130
5889
5597
5190
4665
4009
3327
2747
2252
756.2
141.9
120.5
107.2
95.14
83.86
77.35
73.63

7119
7202
7266
7179
6965
6716
6516
6312
6080
5795
5476
5080
4552
3881
3319
2791
2183
657.7
185.4
119.0
103.1
90.84
80.23
75.82
77.02

0.0-3.6
3.6-7.2
7.2-10.8
10.8-14.4
14.4-18.0
18.0-21.6
21.6-25.2
25.2-28.8
28.8-32.4
32.4-36.0
36.0-39.6
39.6-43.2
43.2-46.8
46.8-50.4
50.4-54.0
54.0-57.6
57.6-61.2
61.2-64.8
64.8-68.4
68.4-72.0
72.0-75.6
75.6-79.2
79.2-82.8
82.8-86.4
86.4-90.0

88.03
265.4
444.0
616.3
772.7
1157
1061
1164
1243
1293
1315
1310
1269
1185
1066
928.1
763.8
478.9
176.0
53.15
26.46
32.26
29.67
27.81
26.84

88.03
353.4
797.3
1414
2186
3343
4404
5568
6811
8104
9419
10729
11999
13183
14249
15177
15941
16420
16596
16649
16676
16708
16738
16766
16792

0.52
2.10
4.75
8.42
13.02
19.91
26.23
33.16
40.56
48.26
56.09
63.89
71.45
78.51
84.86
90.38
94.93
97.78
98.83
99.15
99.31
99.50
99.67
99.84
100.00

Lamp Ring with Flux

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

Unit: ° Intensity Unit: cd Unit: lm

HQ-FL600-W200
Flood light
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21.6

25.2

28.8

32.4

36.0

39.6

43.2

46.8

50.4

54.0

57.6

61.2

64.8

68.4

72.0

75.6

79.2

82.8

86.4

90.0

7082

7070

7035

6936

6773

6581

6418

6247

6047

5833

5547

5213

4755

4233

3535

2893

2381

1436

178.0

101.4

86.46

74.50

67.82

62.11

58.66

58.06

7082

7072

7048

6964

6817

6621

6456

6290

6109

5902

5606

5263

4810

4311

3643

3017

2477

1744

277.7

99.66

84.90

74.28

67.88

62.50

58.46

55.04

7082

7080

7067

7002

6872

6678

6506

6351

6151

5881

5509

5114

4666

4156

3605

2941

2440

1850

438.2

93.91

80.25

71.92

66.27

62.09

58.67

59.37

7082

7088

7100

7074

6988

6804

6596

6408

6133

5817

5416

5023

4605

4169

3734

3124

2568

2022

1360

174.5

80.18

71.44

66.00

62.59

60.17

58.62

7082

7099

7135

7149

7068

6872

6608

6369

6072

5735

5333

4946

4547

4163

3734

3258

2617

1971

1474

592.8

80.82

71.50

66.59

62.89

60.99

61.16

7082

7106

7166

7214

7131

6927

6664

6406

6108

5784

5383

5006

4651

4328

3892

3250

2666

2075

1526

559.9

82.13

72.74

66.52

63.55

61.88

60.34

7082

7121

7200

7247

7132

6908

6636

6409

6135

5809

5419

5044

4662

4177

3605

3054

2560

2008

933.1

101.7

80.06

71.63

65.79

62.28

61.45

61.31

7082

7132

7222

7253

7120

6885

6633

6440

6209

5945

5612

5243

4782

4207

3599

3080

2578

1977

483.7

111.8

85.22

73.41

67.14

62.54

60.49

59.56

7082

7150

7258

7247

7078

6825

6595

6395

6197

5949

5670

5290

4837

4159

3596

3052

2509

1555

297.6

106.8

85.81

75.22

67.14

62.02

59.57

60.12

7082

7153

7267

7265

7100

6827

6612

6416

6200

5961

5677

5337

4866

4258

3665

3131

2593

1563

332.8

107.3

88.58

77.45

68.87

62.11

58.78

56.61

7082

7169

7298

7297

7121

6851

6636

6432

6229

5979

5689

5302

4817

4190

3583

3075

2526

1550

364.7

109.1

91.04

78.79

68.90

62.11

58.72

58.41

7082

7160

7291

7333

7197

6988

6712

6491

6258

5980

5674

5269

4825

4237

3614

3105

2588

1975

462.2

151.6

81.65

75.55

67.69

62.22

59.12

57.57

7082

7165

7291

7375

7253

7031

6732

6475

6182

5823

5456

5048

4665

4175

3620

3070

2536

2027

855.6

163.6

83.29

74.08

67.00

62.17

59.95

61.06

7082

7148

7267

7377

7306

7066

6780

6491

6183

5813

5383

5002

4632

4307

3859

3273

2645

2055

1508

487.6

90.09

77.06

70.23

64.80

61.58

59.09

7082

7143

7256

7346

7261

7050

6752

6473

6143

5746

5349

4929

4572

4167

3757

3230

2566

2009

1474

611.2

88.46

77.41

69.88

65.29

62.03

61.55

7082

7122

7205

7266

7200

7023

6771

6500

6201

5836

5444

5040

4633

4217

3720

3135

2565

2057

1331

152.1

87.60

76.95

69.29

64.51

61.34

58.55

7082

7115

7173

7176

7083

6907

6705

6494

6226

5899

5529

5159

4708

4206

3563

2983

2472

1879

464.7

100.9

86.50

76.27

69.10

63.43

60.32

60.07

7082

7103

7137

7112

6999

6819

6628

6451

6205

6013

5711

5335

4897

4332

3640

3024

2500

1955

334.7

104.8

89.60

78.58

70.28

63.40

59.17

57.54

7082

7119

7150

7161

7064

6904

6707

6516

6342

6130

5889

5597

5190

4665

4009

3327

2747

2252

756.2

141.9

120.5

107.2

95.14

83.86

77.35

73.63

Data Form of  Intensity Distribution Curve

Lamp Description
Lamp Name: Lamp Size: Lamp Weight:
Lamp Type: Rated Voltage: Rated Power:
Light Type: Light Number: Rated Flux:

Light Flux:Light Standard: Light Area:

Unit:  cd

HQ-FL600-W200
Flood light


